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DETAILS
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1" DIA. HOLES

2 - #3 REBARS

GENERAL NOTES

1.  CONCRETE SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE STRENGTH OF 4000 PSI.
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ACCESSIBLE RESERVED

12" x 18" x .080 ALUMINUM

SIGN WHEN APPLICABLE

VAN ACCESSIBLE

2" x 2" x 0.188" STEEL TUBE

FILL WITH CONCRETE

6" STEEL PIPE
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#3 BAR CONTINUOUS

L-BARS

GENERAL NOTES
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SEE NOTE 2

CONCRETE

2" RAD

3" RAD

AT 24" O.C.

#3 L BARS

4.  EXPANSION JOINTS IN THE PAVEMENT SHALL EXTEND THROUGH ADJACENT CURB.  

DEFECTIVE AREA. 

CURB, THEN REMOVING AND REPLACING THE ENTIRE DEPTH OF CURB AND PAVEMENT IN THE 

CURB SHALL BE REMOVED AND REPLACED BY A SAW CUTTING 6“ IN FRONT OF THE DEFECTIVE 
SHOWN ON THE DETAIL BY MORE THAN 1/2“ AT ANY POINT ALONG THE CURB. NON-CONFORMING 

3.  THE COMPLETED CONCRETE CURB SHALL NOT VARY FROM THE SHAPE, DIMENSION AND CONTOUR 

2.  CONCRETE SPECIFICATIONS SHALL BE THE SAME AS THOSE FOR THE PAVEMENT.

1.  CURB SHALL BE PLACED MONOLITHICALLY WITH THE ADJACENT CONCRETE.  
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RAMP

GENERAL NOTES

PARALLEL CURB RAMP

5' MIN.

LENGTH VARIES

LENGTH VARIES
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   SURFACENON- WALKING

RAMP LENGTH

1 INCH OF RISE

1 FOOT PER

(4' MIN.)

      SEE PLAN

           L
ANDINGSHARED

1:12

1:12
 (MAX)

1:12 (MAX)

4.  MAXIMUM CROSS SLOPE FOR THE LANDINGS, RAMP AND ACCESSIBLE ROUTE SHALL BE 1:48.  

3.  MAXIMUM LONGITUDINAL SLOPE FOR THE ACCESSIBLE ROUTE SHALL BE 1:20.

2.  MAXIMUM LONGITUDINAL SLOPE FOR THE RAMP SHALL BE 1:12.

1.  MAXIMUM LONGITUDINAL SLOPE FOR THE UPPER AND LOWER LANDING SHALL BE 1:20.

1:48

OCTOBER 2013)
(UPDATED AS OF

(PARALLEL RAMP WITH TAPERED CURB)

11' MIN.
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ACCESSIBLE ROUTE

11' MIN. 5' MIN.

ACCESSIBLE PARKING SPACE

GENERAL NOTES

PAINTED BLUE

DISABLED SYMBOL

INTERNATIONAL

PAINTED STRIPES

4" WIDE BLUE

2.  THE ACCESSIBLE ROUTE SHALL CONFORM TO ITEM 4.3 OF TEXAS ACCESSIBILITY STANDARDS.  

1.  MAXIMUM SLOPE IN ANY DIRECTION (INCLUDING DIAGONAL) SHALL NOT EXCEED 2%.
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BOLLARD DETAIL
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PAINTED YELLOW

FILLED WITH CONCRETE 

6" DIA. GALV. STEEL BOLLARD
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